== PU AUTOPILOT MANUAL

PUAIR KOREA
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= PUAUTOPILOT PANEL

PUAIR KOREA

/& Features

- GAL} AIRLINE o 2H510] o1& LIREE 2 V[MUAM AtsE &= =S 58782 = +

Designed for any airplane with most common functions

- 15702 HEL S/HC| HEE S92t & 25702 A2 &

Customize with T5buttons, 5 rotary knobs support total 25inputs

- HEADING, ALTITUDE, AIRSPEED HA[Sk= 3742 OLED &
3 OLED Displays showing HEADING, ALTITUDE, AIRSPEED
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= PUAUTOPILOT PANEL

PUAIR KOREA

/& Features

- FLIGHT PLAN< NEXT WAYPOINT OS4 £ A2, AL S HA[Sk= OLED AHE
A Big OLED Display for NEXT WAYPOINT, DISTANCE and ETE from your FlightPlan

- T ito] &45i0|E =

WarmWhite Back Light

- HERE B= SSUSB0M AE/ s ST OLEDAUE S S0t E A= MSFS20202F X[ ALY,

Currently buttons are support other platforms but OLED Displays are only support MSFS2020



== Calo|HQ} 2210|HE AX| Driver and Client

PU AIR KOREA

=2 Ch3415ER
— ¥ Driversetup(x64)

.\,:—u-l CHE."I_‘ SEH Device Driver Install / Unlnstall

|__ USB-SERIAL CH
|__ e8/08/201

Select INF

C 20|t AX| Driver installation %] CH341SERSYS =
AUTOPILOT PANEL\PU AUTOPILOT DRIVER\SETUP % CH341SERWXD p—

| i SETUP |
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Application Files
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=~ LC2I0|He} 22I0|AE AX| Driver and Client

PU AIR KOREA

I
|0 @ &
FU AUTOPILOT
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S0 EE 220 PU AUTOPILOT 2 ZAISHD HERILICE
A= HE0| &Kt 8% S0IUE M2l 2

Client will detact and connect PU AUTOPILO PANEL in few secinds.
If it's not working, please restart the client.
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—~~ LC2I0|He} 22I0|HE AX| Driver and Client

PU AIR KOREA

SimConnect PU AUTOPILOT B
MSFS20201t Ats2 = HAZeL|CY,

aerial Port
Connect MSFS2020 automatically = Ao -] Comnesting.. |

AUTOPILOT simConnect
Value Mode
Indicated
J_,—E’ _ilk_E, 61|%9| @XH gE% O_II-IQO-” EL-A|_C.)|;||-|——| [-l- Yalue Mode
D|Sp|ay Curreﬂt a|t|tUde’ Speed’ headlﬂg # Indicated @ Target @ Auto @ Custom

Altitude HOG

Target ( 1X 20|17t &XHELICE caution, Tsecond delay )
e £ 5|F2 EHIEE S HHO| ZAIRILICE
Display target altitude, speed, heading

Auto
Uk £ oE BEIEEC] gH0| H1oHH BIAZEE 3287 H0j211 CIA] 9K SEE AT EAZLICH
If target infos are changed display target information for 3 seconds.



—~~ RECOMMENDED

PU AIR KOREA

CONTROL SETTING

LEFT  DECREASE HEADING BUG

. RIGHT INCREASE HEADING BUG

CLICK  SET HEADING BUG

e TOGGLE FLIGHT DIRECTOR

O

HDG

FD

e TOGGLE AUTOPILOT APPROACH HOLD

NAV

ffffffffffffffffffffffff TOGGLE AUTOPILOT MASTER

ffffffffffffffffffffffff TOGGLE YAW DAMPER

S AUTOPILOT NAV1 HOLD

LEFT  DECREASE VORT OBS

S RIGHT INCREASE VOR1 OBS

CLICK SET VORT

e TOGGLE AUTOPILOT HEADING HOLD



RECOMMENDED CONTROL SETTING =<

TOCELEMIEHI EVELCHANGE

CEFT DECREASE AUTOPILOT REFERENCE VS

DECREASE AUTOPILOT REFERENCE AIRSPEED

INCREASE AUTOPILOT REFERENCEVS |
INCREASE AUTOPILOT REFERENCE AIRSPEED |
SET AP CURRENT VS

SEICK AUTOPILOT AIRSPEED HOLD CURRENT

TOGGLE AUTOPILOT ALTITUDE HOLD ~ -==---==--====mmmmmmmmeemmmmeeee i

LEFT  DECREASE AUTOPILOT REFERENCEALTITUDE
RIGHT INCREASE AUTOPILOT REFERENCEALTITUDE
CLICK TOGGLE AUTOPILOT ALTITUDE HOLD

RIGHT

|
FLC VNAY

: \
ALT - . IAS - |

TOGGLE AUTOPILOTVSHOLD 3 . KIXD

ALT ALT VS IAS V3 CR32 e

LEFT  DECREASE VOR2 OBS — O O 0| o
RIGHT INCREASE VOR?2 OBS - ‘ ;
CLICK SET VOR?2




= |SSUE REPORT (2021.07.23)

PU AIR KOREA

COMMON ERROR

for .net framework error

Install .net Utility
.net 5.0 Net sdk x64

.netruntime

USE DC POWER
By default, we provide 4PORT USB 3.0 HUB.
If a large number of devices are connected to a USB hub, an instantaneous power outage may occur due to lack of power.

Even if you don't, you might run out of power depending on your computer's situation. Connect the DC 5v adapter to the
USB hub to prevent momentary power failure due to low power.


https://dotnet.microsoft.com/download/dotnet/thank-you/sdk-5.0.302-windows-x64-installer
https://dotnet.microsoft.com/download/dotnet/thank-you/runtime-desktop-5.0.8-windows-x64-installer

= |SSUE REPORT (2021.07.23)

PU AIR KOREA

NOT CONNECTING AUTOMATICALLY PORT PROBLEM
The client program automatically connects the PU AUTOPILOT panel.
If the program is not responsive or auto connecting is not working properly, a port crash is suspected.

USB-SERIAL CH340{COM12) &4
T EErOIIﬂ T4 s

HIE/Z(B): 9600
CIOIE HED): 8
HEEP): |2t

BE HE@E: 1 S SRS HEA B 2HUAS F0UAL.

EEHO(F: 22 4 HBER: RS (1)

=204 (04

e ~ P = -, )

COM ZE @Sl | COMI2 v

Right-click CH340 in Device Manager

Port Settings-In Advanced, set the COM port number to the front number (com 1 to 4).
Please set the port number of other devices to the back number (com10~) to secure the interval.



PU AUTOPILOT

serial Port
v
AUTOPILOT SimConnect

AUTO
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